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GENERAL NOTES:

1. Bc — OUTSIDE DIAMETER or PIPE.
2. Bd — TRENCH WDTh
3. COARSE CRUSHED ROCK PIPE EMBEDMENT MUST BE USED YMEN GROUND WATER

IS ENCOUNTERED IN ThE WENCH.

LOAD BEARING PIPE EMBEDMENT
NEW CONSTRUCTION

GREATER THAN 4’ DEEP

Bd

FiNAL LOAD BEARING SURFACE 12’ Bc 12(CONCRETE OR ASPHALT)
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VARIES OVER
4 FEET

BACKFILL TRENCH IN 6’
LIFTS #Th APPROWO

SELECT MATERIAL — SEC. 504.2.2.3 OR
GRANULAR MATERIAL — SEC. 504.2.2.2.

TO 95% STANDARD PROCTOR DENSITY

GRANULAR MATERIAL — SEC 504.2.2.2.
OR FINE CRUSHED ROCK — SEC 504.2.2.1

COMPACTED TO 90% STANDARD
PROCTOR DENSITY

ROAD SUBGRADE COMPACTED TO
95% ASUA D—698

NOT TO SCALE

I CITY OF WICHITA FALLS, TX NEW CONSTRUCTION
APPROVED I LOAD BEARING PIPE EMBEDMENT

~ / “‘ - I ENGINEERING DIVISION GREATER ThAN 4 DEEP
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